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Digital voice, louder and clearer
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DMRR Direct Mode TDMA (True 2-slot)
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Siot 1 used for voice call 1
Slot 2 used for voice call 2
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Specifications

Transmilter

Frequency Range 245.0000MHz~245.587 5MHz
Channel Capacity Analog 80  Digital 176 bR high pawer: SW
r "
Zone Capacity Analog 8 Digital 8 sl low power:1W
Channel Spacing 12.5KHz
Operating Voltage 7.4
1500mah (Li-lan) FM Modulation 11KOF3E @ 12.5KHz2
Battery
2000mAh (Li-lon)
Analog/Digital: AFSK Digital Modulation 12.5KHz Data Only_-.)'KEDFXD
Battery Life (5/5/90) 12/16 hours (1500mAhR) 9 = 12.5KHz Data & Vioice: TKE0FXW
T2 hotirs (200aiAh) Conducted/Radiated Emissi | 36dBm <1GHz, -30dBm >1GHz
Weight | 2709
Modulation Limiting +2.5KHz @ 12.5KHz
Dimensions 112%54x30mm
Fraquency Stability | 05ppm
Antenna Impedance FM Hum & Noise 40dB @ 12.5KHz
Sensitivity (Digital) 0.22uV / BER 5% Adjacent Channel Power 60dB @ 12.5KHz
Audio Respon: Foouca
0,224V (Typical] (1248 SIN AD) ik H
Sensitivity (Analog) 0.4pV (20dB SIN AD) Audio Distortion 53%
0.22puV (12dB SIN AD) Digital Vocoder Type AMBE++
TIA-603 60dB @ 12.5KH2/70dB Digital Protocol ETSI-TS102 361-1,-2,-3
Adjacent Selectivity
ETSI 60dB @ 12.5KHz/70dB
;5;"50“‘ TIA603 | 70dB@ 12.5KHz Operating Temperature -30'C~ +60°C
ponse
Rejection ETSI | 70dB @ 12.5KHz Storage Temperature ! -40°C~ +B5C
) e TIA-603 | 70dB @ 125KHz S TE A aaldl
ETSI 65dB @ 12.5KHz ESD 8kV (Contact)
215KV [Air)
Hum & Noise 40dB @ 12.5KHz Dustproof & Waterproof | Ip54 Standard
Humidity | Per MIL-5TD-810 C/DVE/F/G Standard
Rated Audio Power Output | osw Shock & Vib i Per MIL-STD-810 C/D/E/F/G Standard
Rated Audio Distartion [ san
Audio Retponse +1 ~-3dB All specifications are subject to change without dueto 4
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