YA S TUJ VHF FM High Performance Two-Way Radio FT_4VR

Radio Features:
- sUS01EN N:ARSA YUIA N 52mm x g 90mm x & 30 mm
- Mavav 5w.
- 1donmavavla 3 s=au (5w high/ 2.5w Middle / 0.5w Low)
- TUTsLuNg1 9 B, AUIVAIRGS Li-lon IUAINDSA9IUY 1,750mAh
- 51$91S2IWBY 3.5 BU. AYBINUBISY SBH-22 (Inuunlundan)
- s:zuu VOX
*1 (Tx) 6 sec. : (Rx)6sec. : (Standby) 48 sec Duty Cycle

Specifications Supplied Accessories
. SBR-28LI 1,75.0mAh Li-ion Battery
Frequency Ranges: RX 144.0000 - 147.0000 MHz SBH-22 Rapid Charger
TX 144.0000 - 147.0000 MHz :
FM Broadcast 65-108 MHz SAD-20C AC Ad,apter
Channel Steps:  5/10/12.5/15/20/25 /50 / 100 kHz SHB-18 Belt Clip
Frequency Stability: + 2.5 ppm (-10° Cto +60° C) SRA-16N Antenna
Emission Type: F2D, F3E, F2A .
Antenna Impedance: 50 Ohms Operatlng Manual
Supply Voltage: Nominal: 7.4V DC, Negative Ground Warranty Card

Current Consumption:
190 mA (Receive) 200 mW Output (Approx. @7.4V)

95 mA (Standby, Saver Off) Available Options
253 m:(ftf”gb% 335’;; Hin) SCU-35 Programming Cable
m uto Power ;
15 A (5W Tx, 144 MHz) 7.4 V DC SCU-36 Cloning Cable
SSM-16B  Speaker Microphone

Operating Temperature: - 20° Cto+60° C 2 : :
Case Size: 52.0mm (W) x 90.0mm (H) x 30.0mm (D) SSM-512B  VOX Earplece Mmmphone

(W/O knob and antenna)
Weight: 250 g with SBR-28LI and antenna

Transmitter

RF Power Output: 5.0 W (High) / 2.5 W (Middle) / 0.5 W (Low)
(@ 7.4 V with SBR-28LI)

Modulation Type: Variable Reactance
Maximum Deviation: £ 5.0 kHz
Spurious Emission: At least 60 dB down (@ High and Middle power)
At least 50 dB down (@ Low power)
Microphone Impedance: 2 k Ohms
7.4V 1,750mAh
Receiver Li-ion Battery Rapid Charger Speaker Microphone
Circuit Type: Direct-Conversion SBR-28LI SBH-22 SSM-16B
Sensitivity : 0.2 pV for 12 dB SINAD (144 - 147 MHz, NFM)
Selectivity: 12 kHz / 35 kHz (-6 dB /-60 dB)
AF Output: 0.8 W@ 16 ohms for 10% THD (@ 7.4 V) 9
(Internal SP Max Power 1 W) (
0.8 W@ 16 ohms for 10% THD (@ 7.4 V) /
(EXT SP Jack Max Power 1 W) ()
VOX Earpiece
Specifications are subject to change without notice Microphone Programming cable | Cloning Cable
SSM-512B SCU-35 SCU-36
| — ° 1
A DEE: - Inmunulny

USEN ausdoans 911 (dr0nvaulkng) saswnnd
100 - 101 HYN 2 NUUSWWONE ANUAUWYUNDY

SINUWNSIY FKHIAUUNUS 11130

Ins. 02-432-6789

FAX : 0-2432-6784

Please be sure to read the instruction manual %
before using the product for your safety.

.
(b
a
e
)

|&Caution




